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With the new Kati® Twist 2.0 Katimex® closes the gap between Perlon rods and the high-quality Polykat® fibreglass profiles. 
Katimex® offers the perfect pulling system for any kind of tube or installation. 

The modern design and impact-resistant plastic housing additionally offers the function of easy and quick winding. This also 
means great time saving for the user before or after pulling the cable and also reduces the risk of accidents which could 
occur due to unwinded rod on the floor. 

Thanks to the M5 thread, the Kati Twist is compatible with the complete range of accessories of the Kati Blitz and Kabelmax. 
The extra short Rod End allows extremely thight bending radii. The 3-fold twisted Perlon rod has a high tensile strength. 
Tensile loads up to 130 kg (tape/rod end) are possible without any problems.

Like all Katimex® products, the twisted rod of the Kati® Twist 2.0 can also be repaired by the user.

Kati® Twist 2.0

Accessories supplied with Kati® Twist 2.0 

• 1 Pulling Grip Kati® Twist 2.0 
• 1 flexible guide head with pulling eye, thread M5, Ø 7 mm 
• 1 pulling eye, brass with M5 thread, Ø 6 mm

smoothly through  

  tubes and conduits

At a glance:  

✔ extra short rod end for passing extremely tight bending radii 

✔ compatible with the complete range of accessories of the Kati® Blitz or Cablemax 

✔ Time-saving winding and unwinding thanks to the crank function 

✔ pull-in rods can be easily repaired by the user 

✔ easy to use for right and left-handers 

✔ integrated pulling grip in the handle
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Thanks to the M5 thread, the Kati Twist is compatible with the complete range 
of accessories of the Kati Blitz and Kabelmax. The extra short Rod End allows 
extremely thight bending radii. The 3-fold twisted Perlon rod has a high tensile 
strength. Tensile loads up to 130 kg (tape/rod end) are possible without any 
problems. Like all Katimex® products, the twisted rod of the Kati® Twist 2.0 can 
also be repaired by the user.

2 rod ends, 1 pulling eye Ø 11 mm, 3 pulling eyes with M5 thread, 1 cable grip 
with swivel for Ø 6 - 9 mm cables, 1 flexible guide head Ø 10 mm

Twisted synthetic rod, Ø 4,5mm, pressed ferrule M6 Ø 8mm on both sides, 
1 guide head Ø 7mm with pulling eye M5, 1 Pulling eye

The service set for the Kati® Twist contains 3 Rod Ends 4,5 mm

Thread M5, Ø 7 mm, brass

rod-Ø rod length   weight art.no.

4,5 mm 20 m 1,5 kg 102520
4,5 mm 30 m 1,9 kg 102530

rod-Ø rod length   weight art.no.

4,5 mm 20 m 0,4 kg 102521
4,5 mm 30 m 0,6 kg 102531

title  selling unit art.no.

Flexible guide head with pulling eye 1 piece 101058

title  selling unit art.no.

Service Set Ø 4,5 mm 1 SU = 1 set 101250

title  selling unit art.no.

Pulling Grip for Kati® Twist 2.0 1 piece 101368

title  selling unit art.no.

Accessories Set Ø 4,5 mm 1 SU = 1 set 101253

Kati® Twist 2.0 spare rod

Flexible Guide Head

Kati® Twist Accessories Set

Kati® Twist 2.0 Service Set

Pulling Grip Kati® Twist 2.0

Technical informations

Pulling rod

Guide Head

Accessories Set

Service Set

Pulling Grip

rod diameter [mm] 4,5

tube diameter [mm] 16 to 32

min. bending radius [mm] 100

breaking strain of rod [kN] 2,5

proved tensile strength of adhesive connection (belt/sleeve) [kN] 1,3

Kati® Twist 2.0


